GLOVES
HANDS UNDER HIGH SAFETY
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THE EXCELLENCE,
A PERMANENT

RESEARCH

U

sed as protective equipments in
advanced
technology
industries,
PIERCAN containment gloves are designed
to protect the end users against
irreversible and very dangerous risks (PPE class 3
according to the EC requirements).

In order to reach these high levels of requirements,
PIERCAN gloves are produced with high quality porcelain
molds designed under our own specifications.
Throughout the manufacturing process, the
operators permanently carry out self checking
and auto control in order to detect and prevent any
possible deviation. In the same way, performance
levels and technical properties of each product are
strictly checked. The research of a perfect quality is
the warranty of the highest safety for the end user.
Today PIERCAN is the unchallenged leading
company in the field of containment gloves.
When quality and customer service are requested,
PIERCAN SA is your partner.
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MANUFACTURING

Two different processes
Based on the type of the rubber we have to convert
into a glove, PIERCAN will use 2 different
manufacturing processes:

KNOW-HOW &

INNOVATION

- water based coagulant to transform the natural
rubber or neoprene lattices,
- solvent based rubber dissolution to transform CSM,
Butyl, EPDM, polyurethane, Viton...

In order to guarantee the highest level of
performances, several levels of control will be
conducted prior and during the manufacturing:
- raw materials inspection and approval,
- dipping mixes conformity,
- dipping parameters,
- mechanical properties of the products
after curing.
Curing is the final stage. A batch sample
will be tested in order to be approved.
PIERCAN quality systems allows a full traceability
of our products.
Our new state of the art R&D laboratory is the
perfect tool to design, test and patent new
formulations.

A PROCESS UNDER

CONTROL
QUALITY APPROACH

A demanding quality control in 6 steps

Step 1

Step 2

Step 3

100% VISUAL INSPECTION

DIMENSIONAL CONTROL

MECHANICAL PROPERTIES

All our products go through
an unitary visual inspection
in order to detect all the
defects.

Dimensional check up such
as length, thickness,
beading size...

Tensile strength, elongation,
modulus, puncture, cut
resistance and more if
requested.

Step 4

Step 5

Step 6

PRINTING

AIR TIGHTNESS

PACKING/SHIPPING

Every product is marked to
guarantee the full traceability
of the raw material components
and also the operators/
inspectors involved in the
manufacturing.

Every single containment
glove goes through
the air leak test
according to the
EN 421 standard.

All products are packed under,
inside a UV protecting black
pouches, to ensure a full
protection.

D E C O N TA M I N AT I O N
Gloves or sleeves are treated particle free on the
surface by a water based solution treatment in
order to be 200 class according to the IEST 1240D
standard. These products can be used in a 100
class isolators.

PIERCAN

Gloves are packed in double polyethylene wall
whose 1st level is 1000 class.

ADDED VALUE

PIERCAN validated the several steps by analyzing:
- particle level,
- moisture level,
- packing air tightness.

S T E R I L I Z AT I O N
Decontaminated gloves or sleeves are gamma ray
sterilized using levels between 25 KGy (minimum)
and 50 KGy (maximum).
Conformity approval has been performed following
these obligatory tests:
- dosimeter /3 runs,
- mechanical properties control and evaluation,
- microbiology properties after ageing,
- gamma sterilization validation of the devices according
to the ISO 11137-2 using the VDmax-25 method.

TRAINING & AUDITS

A service in your measures
Our customized trainings are designed to help our
end users to select pick the best products /
materials / for their internal applications.
Technical expertise: we can assist you to solve
complex problems when Personal Protective
Equipments are involved.

A WORLDWIDE

KNOWLEDGE
PIERCAN has thousands of customers in the Nuclear
Laboratories and Retreatment centers industry as well
as in the Life Sciences / Pharmaceutical industries.
We protect the employees of these industries but also the
very expensive drugs from any outside contamination.
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